IVF WORKSTATION

LED LIGHT SOURCE

LS1000

The LS1000 LED Light Source has been
designed to provide natural colour illumination
to specimens been analyzed by a stereo
microscope. Precise linear brightness control
is provided with dark and bright field
adjustments.

The LS1000 light source can be fitted to any
IVF workstation utilizing a custom designed
mounting adaptor.
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“ Designed and engineered for accuracy and
reliable results every time .... ”
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Natural Colour Precise Control Colour Filter
Eye comforting natural A rotary knob and a foot Slot for installing a light
colour output switch provides precise filter of choice

illumination control

LED Light Source Features

1 Precise Linear Brightness control for smooth light output § Foot switch brightness control for hands free operation
variation 1 Structural design eliminates undesirable shadows in
1 Natural colour output with eye comfort output

1 Dark field and bright field mode adjustment 1 Zero light leakage
1 60,000 hours service life

9 Zero noise and heating emissions
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LED Light Source Specification

Operating Temperature

5°Cto0 40°C

Power Supply AC Input

100V - 240V 50/60Hz, 1A - 2A

Power Supply Socket IEC-60320-C14 Inlet

Power On / Off Latching Push Button

LED Color Temperature 4000K

LED Luminosity 1020Im

LED CRI 80

LED Life Time >50,000 hours @ >70% Brightness

Brightness Levels

64

Brightness Adjustment

Rotary Knob and Foot Pedal (optional)

Bright / Dark Field Adjustment

Adjustable, Rotatable Mirror

Color Filter Slots

1

Color Filter Slot Diameter

52mm

Enclosure

Anodized Aluminum

Dimensions (L x W x H)

340mm x 205mm x 100mm

Net Weight

2kg

Standard Warranty

1Year

Foot Switch Specification

ltem Description Value/Range

Operating Temperature 5°Cto 40°C
Contacts 2 x SPDT-Mo Contacts
Cable Length 2m

Enclosure

Black Fibre Reinforced Plastic

Dimensions (L x W x H)

30mm x 180mm x 132mm

Net Weight

11kg

Standard Warranty

1Year
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